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4'—0" Dia.

5’—5" Dia. for 8” Walls
6’—1” Dia. for 12" Walls

DETAIL NOTES .
Al concrete shall be Class COC 6 per CMSC Item 499. CLASS "C

Below 15—ft depth, wall shall be 12—in thick.

Brick shall be clay laid in 1:2 air entrained cement mortar.

Outside of brickwork shall be plastered with a %—in coat of lime—cement

mortar and shall be neat and even in appearance with mortar completely filling

all joints.

Class "A” manholes shall have 36—in top castings and shall be beehived.

Class "B” manholes shall have 24—in top castings and shall be beehived.

Class "C” manholes shall have 24—in top castings and shall have one edge

vertical.
Clay brick shall meet ASTM C216, Grade S.W. specification.

0/‘0\ DEPTH RANGE (H) — Top of Casting to Invert

8” 10”7 12”7 15”7 18” 217 24" 27" 30" 36”7
2.4-38125-3.826-3.9128-4.0]2.8-42"|3.0-43]|3.1-4.4|3.3-45]3.3-4.7|3.6-4.9
3.8-57138-58]3.9-6.0'140-6.3|4.2"-6.5|4.3-6.8"|4.4-7.0'|4.5-7.3|4.7-75]|4.9-8.0°
5.7 & up |5.87& up |6.0°& up |6.3° & up |6.5° & up |6.8" & up |7.0°& up |7.3° & up | 7.5 & up |8.0" & up
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